1 2 3 ! 4 5 6
TG Wk [ 2P unm | %
21.18 21.18
Hﬁ Cover lens OD 520.00+£0.25 rT __13.60 13.60
© \ LCD OD 495.60+0.5 \ TOTAL16.25 | Sensor glass OD 492.80£0.15 8
© | Cover lens VA 477.64+0.2 ‘ } ‘ Sensor glass AA 478.64 e
= A — LENS3.00 [T N —
© LCD AA 476.64 OCA0.15 . 0
Y N _I=
?—; > Sensor 0.70 M—' = E
= - 3M glue 1.00 RS
§ NES § LCD T=11.40 <3
o & < < 218
Oln °
9O 2 Q o 3
C S —
< O ol
o0 = | D>
53 8 Sl
37| 3 28
8 |O BLACK é
it 1 4
Lér). | I T o
Qo 2 180.50 -
S O o
%. ~
& A o -
¥ | 3
o Front view
3.00 ||
103.00
NOTE:G215HVNO01.1
Technical Parameters
1 Interface :USB; Touch point 10
w mEg | Jrevsov | JFC INDUSTRIAL CO.LTD
3 Input Voltage 3.5V~ 5.5V.Typical 5V T [ +5V 1 SCL
4 Transmittance> 85% :23 B; % E\IL'I)'A Drawing Chen 2018.01.04 | Material Glass "
5 Surface Hardness 6>H 4 | GND 4 | GND 21 5
6 Operating Conditions -10 ‘C70 5 INC g \Fég-? Checked Chen Scale 1:1
7 Storage Conditions -20 ‘C70 - -
8 Relative Humidity at 95% RH ,"C60Non-condensing Approvaled Sim 2018.01.04 | Unis mm Drawing Name 215 CTP
9 Dimension tolerance +0.2mm .
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